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https://www.wago.com/2002-1291
End and intermediate plate; 0.8 mm thick; gray
Data sheet | Item number: 2002-1291

Physical data
Width 0.8 mm / 0.031 inches
Height 48.5 mm / 1.909 inches
Depth 33 mm / 1.299 inches

.

Mechanical data
Mounting type snap-on type

.

Material data
Note (material data) Information on material  data can be found here
Color gray
Material group I
Insulation material Polyamide (PA66)
Flammability class per UL94 V0
Fire load 0.036 MJ
Weight 1.2 g

.

Commercial data
Product Group 22 (TOPJOB S)
eCl@ss 10.0 27-14-11-33
eCl@ss 9.0 27-14-11-33
ETIM 8.0 EC000886
ETIM 7.0 EC000886
PU (SPU) 100 (25) Stück
Packaging type Box
Country of origin VKOrg Germany CN
GTIN 4055143234085
Customs tariff number VKOrg Germany 85389099990

.
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Ex-Approvals

Approval Standard Certificate name
CCCEx
CQST/CNEx

CNCA-C23-01 2020312313000238 (Ex
eb IIC Gb, Ex eb I Mb)

IECEx
Physikalisch Technische
Bundesanstalt

IEC 60079 IECEx PTB 03.0004U (Ex
eb IIC Gb or Ex eb I Mb)

.

Downloads

Environmental Product Compliance

Compliance Search
Environmental Product
Compliance 2002-1291

.

Documentation

Additional Information
Technical Section pdf

2142.18 KB

.

Bid Text
2002-1291

19.02.2019
xml
2.51 KB

2002-1291
27.04.2017

doc
23.50 KB

.

CAD/CAE-Data

CAD data
2D/3D Models
2002-1291

.

CAE data
EPLAN Data Portal
2002-1291

WSCAD Universe
2002-1291

ZUKEN Portal
2002-1291

.

Approvals and certificates

https://www.wago.com/de/d/ComplianceLinkMediaContainer_2002-1291
https://www.wago.com/de/d/7125103
https://www.wago.com/de/d/2256602
https://www.wago.com/de/d/2256874
https://www.wago.com/de/d/3D_URLS_2002-1291
https://www.wago.com/de/d/EPLAN_URLS_2002-1291
https://www.wago.com/de/d/WSCAD_URLS_2002-1291
https://www.wago.com/de/d/Zuken_URLS_2002-1291
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https://www.wago.com/2016-1291
End and intermediate plate; 1 mm thick; gray
Data sheet | Item number: 2016-1291

Physical data
Width 1 mm / 0.039 inches
Height 73 mm / 2.874 inches
Depth 36.5 mm / 1.437 inches

.

Mechanical data
Mounting type snap-on type

.

Material data
Note (material data) Information on material  data can be found here
Color gray
Material group I
Insulation material Polyamide (PA66)
Flammability class per UL94 V0
Fire load 0.073 MJ
Weight 2.4 g

.

Commercial data
Product Group 22 (TOPJOB S)
eCl@ss 10.0 27-14-11-33
eCl@ss 9.0 27-14-11-33
ETIM 8.0 EC000886
ETIM 7.0 EC000886
PU (SPU) 100 (25) Stück
Packaging type Box
Country of origin VKOrg Germany CN
GTIN 4044918121835
Customs tariff number VKOrg Germany 85389099990

.
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Data sheet | Item number: 2016-1291
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Compliance Search
Environmental Product
Compliance 2016-1291

.

Documentation

Additional Information
Technical Section pdf

2142.18 KB

.

Bid Text
2016-1291

19.02.2019
xml
2.51 KB

2016-1291
28.04.2017

doc
23.50 KB

.

CAD/CAE-Data

CAD data
2D/3D Models
2016-1291

.

CAE data
EPLAN Data Portal
2016-1291

WSCAD Universe
2016-1291

ZUKEN Portal
2016-1291

.

Downloads

Environmental Product Compliance

https://www.wago.com/de/d/ComplianceLinkMediaContainer_2016-1291
https://www.wago.com/de/d/7125103
https://www.wago.com/de/d/2257238
https://www.wago.com/de/d/2257354
https://www.wago.com/de/d/3D_URLS_2016-1291
https://www.wago.com/de/d/EPLAN_URLS_2016-1291
https://www.wago.com/de/d/WSCAD_URLS_2016-1291
https://www.wago.com/de/d/Zuken_URLS_2016-1291
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https://www.wago.com/2006-1291
End and intermediate plate; 1 mm thick; gray
Data sheet | Item number: 2006-1291

Physical data
Width 1 mm / 0.039 inches
Height 57.5 mm / 2.264 inches
Depth 32.9 mm / 1.295 inches

.

Mechanical data
Mounting type snap-on type

.

Material data
Note (material data) Information on material  data can be found here
Color gray
Material group I
Insulation material Polyamide (PA66)
Flammability class per UL94 V0
Fire load 0.056 MJ
Weight 1.9 g

.

Commercial data
Product Group 22 (TOPJOB S)
eCl@ss 10.0 27-14-11-33
eCl@ss 9.0 27-14-11-33
ETIM 8.0 EC000886
ETIM 7.0 EC000886
PU (SPU) 100 (25) Stück
Packaging type Box
Country of origin VKOrg Germany CN
GTIN 4017332072595
Customs tariff number VKOrg Germany 85389099990

.

https://www.wago.com/global/material-specifications
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Data sheet | Item number: 2006-1291
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Compliance Search
Environmental Product
Compliance 2006-1291

.

Documentation

Additional Information
Technical Section pdf

2142.18 KB

.

Bid Text
2006-1291

19.02.2019
xml
2.51 KB

2006-1291
28.04.2017

doc
23.50 KB

.

CAD/CAE-Data

CAD data
2D/3D Models
2006-1291

.

CAE data
EPLAN Data Portal
2006-1291

WSCAD Universe
2006-1291

ZUKEN Portal
2006-1291

.

Downloads

Environmental Product Compliance

https://www.wago.com/de/d/ComplianceLinkMediaContainer_2006-1291
https://www.wago.com/de/d/7125103
https://www.wago.com/de/d/2257144
https://www.wago.com/de/d/2257172
https://www.wago.com/de/d/3D_URLS_2006-1291
https://www.wago.com/de/d/EPLAN_URLS_2006-1291
https://www.wago.com/de/d/WSCAD_URLS_2006-1291
https://www.wago.com/de/d/Zuken_URLS_2006-1291
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https://www.wago.com/2010-1291
End and intermediate plate; 1 mm thick; gray
Data sheet | Item number: 2010-1291

Physical data
Width 1 mm / 0.039 inches
Height 67.2 mm / 2.646 inches
Depth 33.5 mm / 1.319 inches

.

Mechanical data
Mounting type snap-on type

.

Material data
Note (material data) Information on material  data can be found here
Color gray
Material group I
Insulation material Polyamide (PA66)
Flammability class per UL94 V0
Fire load 0.071 MJ
Weight 2.4 g

.

Commercial data
Product Group 22 (TOPJOB S)
eCl@ss 10.0 27-14-11-33
eCl@ss 9.0 27-14-11-33
ETIM 8.0 EC000886
ETIM 7.0 EC000886
PU (SPU) 100 (25) Stück
Packaging type Box
Country of origin VKOrg Germany CN
GTIN 4044918144148
Customs tariff number VKOrg Germany 85389099990

.

https://www.wago.com/global/material-specifications
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Data sheet | Item number: 2010-1291
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Other Approvals

Approval Standard Certificate name
Railway
WAGO GmbH & Co. KG

- Railway Ready

.

Downloads

Environmental Product Compliance

Compliance Search
Environmental Product
Compliance 2010-1291

.

Documentation

Additional Information
Technical Section pdf

2142.18 KB

.

Bid Text
2010-1291

28.04.2017
doc
23.50 KB

2010-1291
19.02.2019

xml
2.51 KB

.

CAD/CAE-Data

CAD data
2D/3D Models
2010-1291

.

CAE data
EPLAN Data Portal
2010-1291

WSCAD Universe
2010-1291

ZUKEN Portal
2010-1291

.

Approvals and certificates

https://www.wago.com/de/d/ComplianceLinkMediaContainer_2010-1291
https://www.wago.com/de/d/7125103
https://www.wago.com/de/d/2257227
https://www.wago.com/de/d/2257341
https://www.wago.com/de/d/3D_URLS_2010-1291
https://www.wago.com/de/d/EPLAN_URLS_2010-1291
https://www.wago.com/de/d/WSCAD_URLS_2010-1291
https://www.wago.com/de/d/Zuken_URLS_2010-1291
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https://www.wago.com/2004-1291
End and intermediate plate; 1 mm thick; gray
Data sheet | Item number: 2004-1291

Physical data
Width 1 mm / 0.039 inches
Height 52.5 mm / 2.067 inches
Depth 32.9 mm / 1.295 inches

.

Mechanical data
Mounting type snap-on type

.

Material data
Note (material data) Information on material  data can be found here
Color gray
Material group I
Insulation material Polyamide (PA66)
Flammability class per UL94 V0
Fire load 0.05 MJ
Weight 1.6 g

.

Environmental requirements
Processing temperature -35 … +85 °C
Continuous operating temperature -60 … +105 °C

.

Commercial data
Product Group 22 (TOPJOB S)
eCl@ss 10.0 27-14-11-33
eCl@ss 9.0 27-14-11-33
ETIM 8.0 EC000886
ETIM 7.0 EC000886
PU (SPU) 100 (25) Stück
Packaging type Box
Country of origin VKOrg Germany CN
GTIN 4017332071376
Customs tariff number VKOrg Germany 85389099990

.

https://www.wago.com/global/material-specifications
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Data sheet | Item number: 2004-1291
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Environmental Product Compliance

Compliance Search
Environmental Product
Compliance 2004-1291

.

Documentation

Additional Information
Technical Section pdf

2142.18 KB

.

Bid Text
2004-1291

19.02.2019
xml
2.51 KB

2004-1291
28.04.2017

doc
23.50 KB

.

CAD/CAE-Data

CAD data
2D/3D Models
2004-1291

.

CAE data
EPLAN Data Portal
2004-1291

WSCAD Universe
2004-1291

ZUKEN Portal
2004-1291

.

Downloads

https://www.wago.com/de/d/ComplianceLinkMediaContainer_2004-1291
https://www.wago.com/de/d/7125103
https://www.wago.com/de/d/2256968
https://www.wago.com/de/d/2257114
https://www.wago.com/de/d/3D_URLS_2004-1291
https://www.wago.com/de/d/EPLAN_URLS_2004-1291
https://www.wago.com/de/d/WSCAD_URLS_2004-1291
https://www.wago.com/de/d/Zuken_URLS_2004-1291
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