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Product Code: QBFR05 Description: 0.5mm² Single Bootlace Ferrule - White

             

 
Dimensions

Terminal Entry Diameter (mm) 2.6
Ferrule Diameter (mm) 1.05

Ferrule Length (mm) 8

General Information
Colour White

Maximum Voltage (V) 600
Maximum Current Rating (A) 15

Suitable Cable Size (mm²) 0.5
Ferrule Type French

Melting Point (°C) 250
Temperature Rating (°C) -40 to +105

Materials
Terminal: Electrolytic Copper- Purity Grade 99.9%
Insulation: Polyamide 66

Standards
ANSI/UL 486F, CAN/CSA-C22.1

DoC

https://d2cq9zndfvtoz7.cloudfront.net/QBFR05_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR05_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR05_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR05_DoC.pdf


Scolmore House, Mariner, Lichfi eld Road Industrial Estate, 
Tamworth, Staffordshire, B79 7UL United Kingdom
T: +44 (0)1827 300600 | F: +44 (0)1827 300620
E: sales@unicrimp.com | W: unicrimp.com

Specification is subject to change without notice. Errors & Omissions excluded.      Page PB of 1     (20/04/23)

Scolmore House, Mariner, Lichfi eld Road Industrial Estate, 
Tamworth, Staffordshire, B79 7UL United Kingdom
T: +44 (0)1827 300600 | F: +44 (0)1827 300620
E: sales@unicrimp.com | W: unicrimp.com

Technical Specification

Specification is subject to change without notice. Errors & Omissions excluded.      Page 1 of 1     (20/04/23)

Product Code: QBFR075 Description: 0.75mm² Single Bootlace Ferrule - Blue

             

 
Dimensions

Terminal Entry Diameter (mm) 2.8
Ferrule Diameter (mm) 1.25

Ferrule Length (mm) 8

General Information
Colour Blue

Maximum Voltage (V) 300
Suitable Cable Size (mm²) 0.75

Ferrule Type French
Melting Point (°C) 250

Temperature Rating (°C) -40 to +105

Materials
Terminal: Electrolytic Copper- Purity Grade 99.9%
Insulation: Polyamide 66

Standards
ANSI/UL 486F, CAN/CSA-C22.1

DoC

https://d2cq9zndfvtoz7.cloudfront.net/QBFR075_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR075_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR075_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR075_DoC.pdf
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Product Code: QBFR1 Description: 1.0mm² Single Bootlace Ferrule - Red

             

 
Dimensions

Terminal Entry Diameter (mm) 3
Ferrule Diameter (mm) 1.45

Ferrule Length (mm) 8

General Information
Colour Red

Maximum Voltage (V) 300
Suitable Cable Size (mm²) 1

Ferrule Type French
Melting Point (°C) 250

Temperature Rating (°C) -40 to +105

Materials
Terminal: Electrolytic Copper- Purity Grade 99.9%
Insulation: Polyamide 66

Standards
ANSI/UL 486F, CAN/CSA-C22.1

DoC

https://d2cq9zndfvtoz7.cloudfront.net/QBFR1_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR1_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR1_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR1_DoC.pdf
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Product Code: QBFR15 Description: 1.5mm² Single Bootlace Ferrule - Black

             

 
Dimensions

Terminal Entry Diameter (mm) 3.5
Ferrule Diameter (mm) 1.8

Ferrule Length (mm) 8

General Information
Colour Black

Maximum Voltage (V) 300
Suitable Cable Size (mm²) 1.5

Ferrule Type French
Melting Point (°C) 250

Temperature Rating (°C) -40 to +105

Materials
Terminal: Electrolytic Copper- Purity Grade 99.9%
Insulation: Polyamide 66

Standards
ANSI/UL 486F, CAN/CSA-C22.1

DoC

https://d2cq9zndfvtoz7.cloudfront.net/QBFR15_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR15_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR15_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR15_DoC.pdf
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Product Code: QBFR25 Description: 2.5mm² Single Bootlace Ferrule - Grey

             

 
Dimensions

Terminal Entry Diameter (mm) 4.2
Ferrule Diameter (mm) 2.3

Ferrule Length (mm) 8

General Information
Colour Grey

Maximum Voltage (V) 300
Suitable Cable Size (mm²) 2.5

Ferrule Type French
Melting Point (°C) 250

Temperature Rating (°C) -40 to +105

Materials
Terminal: Electrolytic Copper- Purity Grade 99.9%
Insulation: Polyamide 66

Standards
ANSI/UL 486F, CAN/CSA-C22.1

DoC

https://d2cq9zndfvtoz7.cloudfront.net/QBFR25_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR25_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR25_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR25_DoC.pdf
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Product Code: QBFR4 Description: 4mm² Single Bootlace Ferrule - Orange

             

 
Dimensions

Terminal Entry Diameter (mm) 4.8
Ferrule Diameter (mm) 2.9

Ferrule Length (mm) 10

General Information
Colour Orange

Maximum Voltage (V) 300
Suitable Cable Size (mm²) 4

Ferrule Type French
Melting Point (°C) 250

Temperature Rating (°C) -40 to +105

Materials
Terminal: Electrolytic Copper- Purity Grade 99.9%
Insulation: Polyamide 66

Standards
ANSI/UL 486F, CAN/CSA-C22.1

DoC

https://d2cq9zndfvtoz7.cloudfront.net/QBFR4_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR4_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR4_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR4_DoC.pdf
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Product Code: QBFR6 Description: 6.0mm² Single Bootlace Ferrule - Green

             

 
Dimensions

Terminal Entry Diameter (mm) 6.3
Ferrule Diameter (mm) 3.6

Ferrule Length (mm) 12

General Information
Colour Green

Maximum Voltage (V) 300
Suitable Cable Size (mm²) 6

Ferrule Type French
Melting Point (°C) 250

Temperature Rating (°C) -40 to +105

Materials
Terminal: Electrolytic Copper- Purity Grade 99.9%
Insulation: Polyamide 66

Standards
ANSI/UL 486F, CAN/CSA-C22.1

DoC

https://d2cq9zndfvtoz7.cloudfront.net/QBFR6_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR6_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR6_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR6_DoC.pdf
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Product Code: QBFR10 Description: 10mm² Single Bootlace Ferrule - Brown

             

 
Dimensions

Terminal Entry Diameter (mm) 7.6
Ferrule Diameter (mm) 4.6

Ferrule Length (mm) 12

General Information
Colour Brown

Maximum Voltage (V) 300
Suitable Cable Size (mm²) 10

Ferrule Type French
Melting Point (°C) 250

Temperature Rating (°C) -40 to +105

Materials
Terminal: Electrolytic Copper- Purity Grade 99.9%
Insulation: Polyamide 66

Standards
ANSI/UL 486F, CAN/CSA-C22.1

DoC

https://d2cq9zndfvtoz7.cloudfront.net/QBFR10_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR10_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR10_DoC.pdf
https://d2cq9zndfvtoz7.cloudfront.net/QBFR10_DoC.pdf

