OMNIA System
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switched socket outlets with interlock >50V SCAME ¥

Il SURFACE MOUNTING
OMNIA Series OMNIA Series
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g |P44 - WITHOUT FUSE HOLDER |P44 - WITH FUSE HOLDER IP66/IP67 - WITHOUT FUSE HOLDER IP66/IP67 - WITH FUSE HOLDER @
z 16A 32A 16A @ 32A ) 16A 32A 63A 16A (» 32A
() @) Poles Hz. Volt Colour h. be beé neé neé beé beé ol ne beé ,/QD
oy 50/60 100-130 4 500.1670 500.3270 501.1670 501.M3270 505.1670 505.3270 505.M6370 506.1670 506.M3270 hd
ng 50/60 200250 = 6 500.1683 500.3283 501.1683 501.M3283 505.1683 505.3283 505.M6383 506.1683 506.M3283 .
50/60 380-415 oo 9 500.1678 500.3278 501.1678 501.M3278 505.1678 505.3278 505.M6378 506.1678 506.M3278 1.‘I
2P+E 50/60 480-500 7 500.16836 500.32836 501.16836 505.16836 505.32836 505.M63836 506.16836 %
50/60 trasf. 12 500.16833 500.32833 501.16833 505.16833 505.32833 505.M63833 506.16833 gi
>300-500 (1) >50 s 2 500.16832 500.32832 501.16832 505.16832 505.32832 506.16832
c.c. (2)  >50-250 3 500.16834 500.32834 501.16834 505.16834 505.32834 506.16834
c.C. (2) >250 8 500.16838 500.32838 501.16838 505.16838 505.32838 506.16838 @@
_ 50/60 100-130 4 500.1672 500.3272 501.1672 501.M3272 505.1672 505.3272 505.M6372 506.1672 506.M3272
50/60 200250 w9 500.1674 500.3274 501.1674 501.M3274 505.1674 505.3274 505.M6374 506.1674 506.M3274 @p
50/60 380-415 oomm 6 500.1686 500.3286 501.1686 501.M3286 505.1686 505.3286 505.M6386 506.1686 506.M3286
60 440-460 w11 500.16865 500.32865 501.16865 505.16865 505.32865 505.M63865 506.16865
3P+E 50/60 480-500 7 500.16866 500.32866 501.16866 505.16866 505.32866 505.M63866 506.16866 %
50/60 (3) 600690 =ommm 5 500.16867 500.32867 501.16867 505.16867 505.32867 505.M63867 506.16867
20 2 m 3 500.16864  500.32864  501.16864 505.16864 505.32864 506.16864 Y
100-300 (1) >50 mm 10 500.16861 500.32861 501.16861 505.16861 505.32861 506.16861
>300-500 (1) >50 [ 500.16862 500.32862 501.16862 505.16862 505.32862 506.16862
50/60 100-130 4 500.1679 500.3279 501.1679 501.M3279 505.1679 505.3279 505.M6379 506.1679 506.M3279 @
50/60 208250 w9 500.1675 500.3275 501.1675 501.M3275 505.1675 505.3275 505.M6375 506.1675 506.M3275
50/60 346-415 om0 500.1687 500.3287 501.1687 501.M3287 505.1687 505.3287 505.M6387 506.1687 506.M3287 @
50/60 480-500 7 500.16876 500.32876 501.16876 505.16876 505.32876 505.M63876 506.16876
3P+NE 50/60 (3) 600690 mommm 5 500.16877 500.32877 501.16877 505.16877 505.32877 505.M63877 506.16877
60 440-460  oommm 11 500.16875 500.32875 501.16875 505.16875 505.32875 505.M63875 506.16875 ﬁ
20 20 emm 3 500.16874  500.32874  501.16874 505.16874 505.32874 506.16874
>300-500 (1) >50 [ 500.16872 500.32872 501.16872 505.16872 505.32872 506.16872 @G
I Rated voltage >50V with respect to the nominal current by 25% for products with frequencies ranging I (A) The OMNIA Series surface mouting are also avilable in a metric cable inlet. I =T OMNIA System I ADVANCE2 System @
: é\;ﬂy/ﬁg]\gz Sfrs;;ffg:fjbage 188 above 100 Hz; contact Scame Technical Service for further information. Fo ordeing ac W fe e st e igs (o S0MIGTO) From page 98 - From page 110
- Supplied with stainless steel fixing screws. (2) When using DC we recommend that you make sure of imp\ementing the protection (r\:)tA:t"COAl\IIDd\‘/SAF:\(I)gglI;O? rcnon em\r/atraicivxlvir:he;\;:(éiglgvoﬁ\cr?ni‘il.zam‘ . ] -
scheme that is most suitable for the system involved; contact Scame Technical ote: in ystem, use versio cable Inie
(1) The maximum amount of current available, taking into account the maximum Service for further information. - 2

overheating temperature allowed by the relevant standards, must be downgraded
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